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Let's Get Started 

CoreTolk is a wireless commmunicotion system that provides 
crystal clear audio through comfortable, lightweight headsets 
and on audio distributor /ompliflier in the control room. This 
guide will show you how to set up a CoreTolk unit. 

First, lets get familiar with the inner components of the unit. 
Face the unit towards the bock to begin. 
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The inside of the unit has been outfitted with channels for wire grouping 
and organization. The right side of the unit houses the 7.5v headset USB 
power strip. The left side of the unit houses the control box. 

The wires must be fed through the corresponding channels. The headset 
power chord corresponds with the USB power strip, and the audio chord 
corresponds with the 1-6 headset input slots on the control box. 
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Control Box Reference Guide 
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Speaker Level controls 
the volume of channel 
one/audio for headset 1. 

The Footswitch plug powers 
the "push to talk" add-on. 
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H adsets 

AUX Out is an 
amplified output of all 
audio sources. The 
main usage is for a 
local monitor in the 
control room. 

Speaker Out is an amplified audio 
signal which disperses audio for 
input one. This is generally headset 1. 
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Microphone Power 
allows 48v phantom 
power to be delivered 
to the procedure room 
microphone. 

Input power for CareTalk. 
Requires 24v 3a minimum. 



Q _, 

Audio source in/out 

www.INTEGRITECH.com 

LAB AUDIO 
MIC SPKR Amplified audio output of ";' ~ ., _______ r channel 1 (Blue headset) . 
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Audio of all inputs combined 
onto a local monitor. Note 

• that feedback will occur if a 
headset microphone is near 
the local monitor speaker. 

Power Plug 

The power switch is located above the white service 
covers on the side of the unit. 

The knobs located behind the white service covers 
control the audio supplied to the headsets. These 
knobs are factory set, but can be adjusted. Please 
note that the sensitivity is strong. It is highly 
recommended that a clinical engineer make 
adjustments with lntegriTech support. 

For easier access, the white caps can be temporarily 
removed. Use a small flat head screw driver to adjust 
the knob inside, and the reinsert the cover. 



CareTalk Headsets 

1. Confirm that a green light is showing on the charging station of each headset. 

2. If a green light is not showing on the headset charging station, hold down the 
center button on the earpiece for l O seconds while it is sitting on the charging 
station. Then, lift the headset off of the charging station for a brief moment and 
place it back on the charging spot. This will sync the headset. A green light 
should appear. 

3. Test the volume of each headset prior to use. The volume control for each 
headset can be found near the back. There are 3 buttons on the back of the ear 
piece. The top button with the plus symbol will turn the volume up. The bottom 
button with the minus symbol will turn the volume down. The middle button with 
the circle symbol will give you the ability to mute. 

Center Button Volume Control 
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